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oxford II

F E A T U R E S

DSI INDUSTRIES has incorporated an extensive selection of products

including private office,conference and storage furniture designed to allow

a multitude of working and teaming applications. By design, Oxford II

conveys esteem and accomplishment, Skilled hand laid, solid wood edge

rails, beautifully color-matched with the finest laminates achieve styling

which is impressively conservative yet distinctively contemporary.
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While every effort was made to ensure the accuracy of information contained in this price list at the time of
publication, we cannot accept responsibility for inaccuracies resulting from printing errors or omissions. We
reserve the right to make product improvements and price changes without notice. DSI Industries Inc., is a
registered trademark. © Copyright 2005 Office Furniture Group. All Rights Reserved.

Trademarks of DSI Industries Inc. - these products may be covered by one or more issued Patents or
Trademarks, or Patent Pending, or Trademark applications, in North America or Internationally.
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Worksurfaces and Side Panels (Gables)
¥ Solid matching edge rails, precision milled in a 2Ó (51mm) radius design.

¥ Worksurface and side panels are 1Ó (25mm) thick solid core 45 pound density particle board, finished on both sides with thermofused

laminate, offering premium quality abrasion and stain resistant surfaces.

¥ Worksurface and Side Panels edged on all 4 sides.

¥ Edges are user friendly, 2mm thick ÒTough GuardÓ edged; beveled edges improve user comfort and product durability.

¥ Side Panels are edged on bottom for additional strength and to seal out moisture.

¥ Side panels include 5/8Ó (16mm) high, height adjustable floor levelers.

¥ Leveler shape is square body with rounded bottom, allowing for easy leveling of units.

¥ The floor levelers offer additional space between side panels and floor, minimizing moisture from carpet or floor

damaging side panels.

Back Panels
¥ 5/8Ó (16mm) thick solid core 45 pound density particle board, finished on both sides with thermofused laminate.

¥ Full height back panel standard with box/box/file or file/file pedestals.

¥ 3/4 height back panel standard with box/file pedestals.

¥ 1/3 height back panel available on selected shell units.

¥ Flush to back, back panel on Returns and Connecting Tops.

¥ Flush to back, back panel on 20Ó (508mm) and 24Ó (610mm) deep units.

¥ Recessed 6Ó (152mm) back panel on 30Ó (762mm) deep units.

¥ Recessed 12Ó (305mm) back panel on 36Ó (914mm) deep units.

¥ Full height back panel standard on 37Ó (940mm) height hutch units.

¥ 3/4 height back panel standard on 42Ó (1067mm) height hutch units.

Pedestals and Drawers
¥ Drawer fronts are 5/8Ó (16mm) thick solid core particle board finished on both sides with thermofused laminate.

¥ Drawer fronts have 2mm thick ÒTough GuardÓ edging on all 4 sides.

¥ French dovetail joint at front with lap joint at back of drawer offers drawer construction with strength and durability.

¥ Interior drawer construction in black finish.

¥ Pedestal drawers open with side pull, located on user side.

¥ Lateral file drawers, open with front pull handles.

¥ Box drawers, File drawers, and Lateral file drawers, operate on ball bearing suspension slides for smooth and quiet operation.

¥ Box drawers operate on 3/4 extension ball-bearing slides, tested for 75lbs. / 34kg.

¥ File drawers operate on full extension ball bearing slides, tested for 100lbs. / 45kg.

¥ Lateral file drawers operate on full extension ball bearing slides, tested for 150lbs. / 68kg.

¥ Box drawer is standard with molded plastic pencil tray (one per unit).

¥ File drawers and Lateral file drawers are standard with file support rails, accepting letter or legal hanging files,  

allowing front to back or side to side filing.

¥ Lateral files drawers interlocking system, standard on 3 drawer, 4 drawer, 5 drawer, optional on 2 drawer models.

¥ The interlocking system allows only one drawer to be opened at a time.

¥ Box drawers and file drawers are 18Ó (457mm) depth on 20Ó (508mm) and 24Ó (610mm) units.

¥ Box drawers and file drawers are 22Ó (559mm) depth on 30Ó (762mm) and 36Ó (914mm) units.

Doors
¥ Laminated doors are 5/8Ó (16mm) thick solid core particle board finished on both sides

with thermofused laminate.

¥ Laminated doors have 2mm thick ÒTough GuardÓ edging on all 4 sides.

¥ Glazed doors are assembled in a framed exterior with frosted glazed interior.

¥ Laminated storage cabinet doors, open with front pull handles.

¥ Cabinet doors operate on self closing hinges for smooth and quiet operation.
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